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L wa .1s      = 95 dBA 

L pA.1s       =  -   dBA 

L pa .1s.1m  = 82 dBA

1,42

Ps max. = 8,0 bar

l (6 bar )  /
Vibration = 3,1 m/s²
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NAIL/COLLATION SPECIFICATION

EN ISO11148-13
International

Safety

Standard

+ =

Min. 5,5 bar

Max 8,0 bar

RNC65 S/W II

A

EN 12096 : 1997

B
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 Sequential trigger actuation/ Einzelauslösung/ enkelschots/ Déclenchement du 
tir - mode séquentiel/ Funcionamiento secuencial "en continuo"/ Gatilho de 
actuação sequencial/ funzionamento sequenziale (colpo a colpo)/ Enkeltskuds
aftrækker/  Enkelskott/ Enkeltskudds avtrekker/ Kertalaukaisu/ Üksiklasu
 meetodil töötamine/ Uruchomienie spustu sekwencyjne/ Sekven í spouš /
Egyes lövés (szakaszosan m ödtetett elsüt  billenty vel)/ Posamezno
pro nje/ Kontaktirajte sing  

 

Raðkveikjuvirkjun 

Accessories

No. 151299 / No. 576216

0,5 l oil    /    1 l oil

Model: RNC65 S/W II

     

          Sequential actuation

No. 503871

  

 

No. 014748 + No. 031117 No. 014121

x3

RNC65 S/W II
PNEUMATIC COIL NAILER
Code: 503871
Trigger actuation: Sequential 

ITW Befestigungssysteme GmbH, 
Carl-Zeiss-Str. 19 - 30966 Hemmingen, Germany
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014 748

Min. 5,5 bar

Max. 8,0
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014 748

BANG !
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YY= Year of manufacture
WW = Week of manufacture

YY/WW... .

Resting position/ Ruheposition/ Position de repos/ Ruststand/ 

Posición de descanso/ Posizione di riposo/ Posição de des-

canso/ Pozycja spoczynku/ Klidová poloha/ Nyugalmi állapot/  

-

tilling/ V
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