
FNS1850



2

EN ISO11148-13
International

Safety
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= 1,39 kg 

 

Max. =8bar 

Min. = 5bar

L wA ,1s = 90 dBA

L pA,1s

EN 12549

+En ISO 4871

 = 85 dBA

L pA,1s,1m = 

0,66 L    7 bar   /

 

Vibration = 1 m/s²

Ps MAX = 8 bar
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FNS1850

Paslode Staples KL6000 Paslode Brads Straight F18
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Accessories

No. 151299 / No. 576216

0,5 l oil    /    1 l oil

 

No. 014748      + No. 505929 No. 014121
 

Model: FNS1850 Sequential

No. 505690
FNS1850
PNEUMATIC FINISH 
NAILER/STAPLER
Code: 505690 
Trigger actuation: Sequential ITW Befestigungssysteme GmbH, Carl-Zeiss-Str. 19 - 30966 Hemmingen, Germany
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YY/WW... .

YY= Year of manufacture

WW = Week of manufacture

Resting position/ Ruheposition/ Position de repos/ Ruststand/ 

Posición de descanso/ Posizione di riposo/ Posição de des-

canso/ Pozycja spoczynku/ Klidová poloha/ Nyugalmi állapot/  

Положение в нерабочем состоянии/ Θέση αδράνειας/ Hviles-

tilling/ Viloläge/ Hvileposisjon/ Lepoasento/ Položaj mirovanja/ 
Pokojová poloha/ Položaj mirovanja/    / Ramybės 
padėtis/ Ooteasend/ Miera stāvoklis/ Hvíldarstaða
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